LED GROW LIGHT
FARMBROS Lights 240 Watt
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Advantages:

li!lllls 2 40 watt * High Efficiency Samsung LEDS

e 0-100% Dimming

Wattage: 240W o Full Spectrum

FARMBROS

FARMBROS " Lights 240 Watt - -
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Light Source 3500K+660NM+IR730nm+UV395nm 2 st 200 2 32 3% 2 213 163
Total LEDS 696ncS .. 186 296 420 486 486 415 305 206
241 370 516 609 598 524 357
Input Power 240W
3 245 381 524 601 518 358
PPE 2'6 "mn" l 290 422 501 435 307
PPF 624 ymol/s S 328 284 222
Input Voltage 100-27TVAC 50-60Hz L | 2 S 85 | sl = &l &5
Fixture Dimension 610°525°'32mm T —— TN
Fixture Weight 6.9ky
Heatsink MAT AL6063
Max.Yields 2.09/watt
Operating Temp 4°F-104°F
Dimming 0-100% dimmer knoh
Control 0-10V
2 S | Beam Angle 120°
S Relative Spectrum
.U imol/} CRI 97Ra
o IP Ratin IP6GY for damp location
- . _ _ Lighting Coverage 2'X2'
High efficiency for hetter light penetration : :
S Mounting Height 8"-36" Ahove Canopy
= Heat Output 192 BTU/h
62 4 I"nﬂl IS o Lifespan 50.000 H
= Certificates CEETLTISLLVD.EMC.RoHS
High PPF, Uniform Output :
Achieve hetter resuits than HID ?;50 463 575 688 800

Wavelength(nm)

2-0 !I/ W & l FARMBROS -
) = & = = Lights 100 Watt 100W 2.6umol/] | 260umol/s 2.09/w Samsung LM281B+Epistar660nm+UV+IR 2K2ft

Maximum output value i
Veg, flowering and fruiting cycle 2800K 660nm 730nm 2050 Lights 240 Watt 240W 2.6umol/] | 624umol/s 2.09/w Samsung LM281B+Epistar660nm-+UU+IR 2K2ft

KEY PARAMETERS

Model Input Power Efficacy PPF Harvest LEDS Coverage




