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LED GROW LIGHT
FARMBROS Lights 700 Watt

FARMBROS

Lights 700 Watt
Wattage: 10 0w

Advantages:

3-Ghannels RJ49 0-100% Dimming
High Efficiency Samsung LEDS
Full Spectrum
High PPFD

2.6 uwou

samsung LEDs
High efficiency for hetter light penetration

1820 umovs

High PPF, Uniform Output
Achieve hetter results than HID

20 g/w

Maximum output value
Vey, flowering and fruiting cycle

0.500 0.750 1.000

0.250

w 0.000

Relative Spectrum

463 575 688 800

Wavelength(nm)

660nm  730nm ddanm

item Model
Light Source
Total LEDs

Input Power

PPE

PPF

Input Voltage
Fixture Dimension
Fixture Weight
Heatsink MAT
Max.Yields
Operating Temp
Dimming
Control

Beam Angle

CRI

IP Rating
Lighting Goverage
Mounting Height
Heat Output
Lifespan
Certificates

FARMBROS Lights 700 Watt
J000K+2000K+660NM+IR730nm+UV399nm

1680ncs
100W
2.6 nmol/}

1820 umol/s

100-27IVAC 30-60Hz
1100°1100°60mm

11.69k9
AL6063
2.09/watt
4°F-104°F

0-100% dimmer knob

0-10V
120°
92Ra

IP63 for damp location

rxa

8"-36" Ahove Canopy

2310 BTU/h
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852 857 833 783 775

1006 1008 967 882 878

1024 1022 943 845 757

967 961 g35 870 866

|1024| ' B?U |
951 954 912 853 854

996 992 959 848 847
979 973 946 797 792

837 828 667 666

Height: 12” / 30CM Height: 16” / 40CM

766 722 599

854 800 692

803 980

767 661

754 648

KEY PARAMETERS
Model Input Power Efficacy PPF Harvest LEDS Coverage
FARMBROS J00W | 26umol/l | 1820umol/s | 2.0u/w Samsung LM281B+Enistar660nm-+UV-+IR Nt
LIGHTS 700 WATT ' '




